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C20-ST-VOL-
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REVERSE POLARITY ALARM
This audible and visual alert 
informs professionals of incorrect 
terminal connections.

DIGITAL VOLTMETER
This display allows professionals
to quickly see the voltage available 
and to test the alternator of a vehicle.

Our BATTERYLESS PROCAP range 
uses the highest quality and most 
powerful UltraCapacitor technology 
to produce an extremely powerful 
booster fit for the toughest starting 
applications. Their light weight and 
ultra fast recharge allow professionals 
to perform an unlimited number of 
daily starts.

Model
C20-ST-VOL-
 
Volts
12V/24V

Peak Amps (A)
10000

# Of Batteries
0

Location of Fuse
Clamp

Fuse (A)
500

Dimensions (cm)
41x39x20

Cable Ø (mm2)
50

Cable reach (cm)
176

Unit Weight (KG)
16

Charger Voltage (V)
14.4

Charger Amps (A)
3

Vehicle types

12-24V SWITCH
Easy to use switch allows the
booster to be changed from
12V to 24V.

12V
24V

AIR FORCE

MILITARY

AGRICULTURE



PROCAP BOOSTER

C20-ST-VOL+

www.lemania-energy.com

REVERSE POLARITY ALARM
This audible and visual alert 
informs professionals of incorrect 
terminal connections.

Our BATTERYLESS PROCAP range 
uses the highest quality and most 
powerful UltraCapacitor technology 
to produce an extremely powerful 
booster fit for the toughest starting 
applications. Their light weight and 
ultra fast recharge allow professionals 
to perform an unlimited number of 
daily starts.

DIGITAL VOLTMETER
This display allows professionals
to quickly see the voltage available 
and to test the alternator of a vehicle.

Model
C20-ST-VOL+
 
Volts
12V/24V

Peak Amps (A)
10500

# Of Batteries
0

Location of Fuse
Clamp

Fuse (A)
500

Dimensions (cm)
41x39x20

Cable Ø (mm2)
50

Cable reach (cm)
176

Unit Weight (KG)
16

Charger Voltage (V)
14.4

Charger Amps (A)
3

Vehicle types

12-24V SWITCH
Easy to use switch allows the
booster to be changed from
12V to 24V.

12V
24V

AIR FORCE

MILITARY

AGRICULTURE


